
V (ft/min) 714 588 480 432 346 307 270 245 212 189 176 163 151 134 125 116 106 96
NLV (ft/min) 766 631 515 464 371 329 290 263 228 202 189 175 162 144 134 124 114 103
BP (lbs) 185 225 275 306 382 431 489 540 622 701 751 810 875 985 1055 1139 1242 1370
T ' lbs. 70 85 104 115 144 162 184 203 234 264 282 305 329 371 397 429 467 516

TM215 - 430 (3.0 HP    1740 RPM)   Minimum Face Width (L):  DESIGN A = 16.73"     DESIGN B = 19.69"      WEIGHT = 154.50 LBS. @ L=19.69"
V (ft/min) 675 555 480 395 323 290 232 206 178 165 154 143 127 118 110 100 91
NLV (ft/min) 724 596 515 424 346 312 249 221 191 177 165 153 136 127 118 108 98
BP (lbs) 147 178 207 251 307 341 427 481 556 602 643 695 782 838 905 986 1088
T ' lbs. 52 63 73 89 109 121 152 171 198 214 229 247 278 298 322 351 387

V (ft/min) 714 588 508 418 342 307 246 218 189 174 163 151 134 125 116 106 96
NLV (ft/min) 766 631 545 449 366 330 264 234 202 187 175 162 144 134 124 114 103
BP (lbs) 139 169 195 237 290 322 403 454 526 569 608 656 739 791 855 932 1028
T ' lbs. 52 63 73 89 109 121 152 171 198 214 229 247 278 298 322 351 387

WITH 0.25" LAGGING

WITH 0.25" LAGGING

TM215 - 630 (3.0 HP    1125 RPM)   Minimum Face Width (L):  DESIGN A = 19.69"     DESIGN B = 21.65"      WEIGHT = 161.10 LBS. @ L=19.69"
V (ft/min) 450 370 320 263 215 194 155 137 121 110 95 84 79 73 67 61
NLV (ft/min) 483 397 343 282 231 208 166 147 130 118 102 91 85 78 72 65
BP (lbs) 220 268 310 376 461 512 640 721 819 904 1042 1173 1257 1357 1479 1632
T ' lbs. 78 95 110 134 164 182 227 256 291 321 370 417 447 482 526 580

V (ft/min) 476 392 339 279 228 205 164 145 128 116 101 89 83 77 71 64
NLV (ft/min) 511 420 363 299 244 220 176 156 137 125 108 96 90 83 76 69
BP (lbs) 208 253 293 356 435 484 605 682 774 854 985 1108 1187 1282 1397 1542
T ' lbs. 78 95 110 134 164 182 227 256 291 321 370 417 447 482 526 580

WITH 0.25" LAGGING

TM215 - 420 (2.0 HP    1740 RPM)   Minimum Face Width (L):  DESIGN A = 16.73"     DESIGN B = 19.69"      WEIGHT = 150.10 LBS. @ L=19.69"
V (ft/min) 675 555 480 395 323 290 232 206 181 158 143 127 118 110 100 91
NLV (ft/min) 724 596 515 424 346 312 249 221 195 170 153 136 127 118 108 98
BP (lbs) 98 119 138 167 205 228 284 321 364 417 463 521 559 603 657 725
T ' lbs. 35 42 49 59 73 81 101 114 129 148 165 185 199 214 234 258

V (ft/min) 714 588 508 418 342 307 246 218 192 168 151 134 125 116 106 96
NLV (ft/min) 766 631 545 449 366 330 264 234 206 180 162 144 134 124 114 103
BP (lbs) 92 112 130 158 193 215 269 303 344 394 438 493 528 570 621 685
T ' lbs. 35 42 49 59 73 81 101 114 129 148 165 185 199 214 234 258

WITH 0.25" LAGGING
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TM215 - 620 (2.0 HP    1125 RPM)   Minimum Face Width (L):  DESIGN A = 19.69"     DESIGN B = 21.65"      WEIGHT = 161.10 LBS. @ L=19.69"
V (ft/min) 450 370 320 263 215 194 155 137 121 110 95 84 79 73 67 61
NLV (ft/min) 483 397 343 282 231 208 166 147 130 118 102 91 85 78 72 65
BP (lbs) 147 178 207 251 307 341 427 481 546 602 695 782 838 905 986 1088
T ' lbs. 52 63 73 89 109 121 152 171 194 214 247 278 298 322 351 387

V (ft/min) 476 392 339 279 228 205 164 145 128 116 101 89 83 77 71 64
NLV (ft/min) 511 420 363 299 244 220 176 156 137 125 108 96 90 83 76 69
BP (lbs) 139 169 195 237 290 322 403 454 516 569 656 739 791 854 932 1028
T ' lbs. 52 63 73 89 109 121 152 171 194 214 247 278 298 322 351 387

TM215 - 415 (1.5 HP    1740 RPM)   Minimum Face Width (L):  DESIGN A = 16.73"     DESIGN B = 19.69"      WEIGHT = 145.70 LBS. @ L=19.69"
V (ft/min) 480 395 323 290 232 206 181 158 137 127 118 110 100 91
NLV (ft/min) 515 424 346 312 249 221 195 170 147 136 127 118 108 98
BP (lbs) 103 125 154 171 213 240 273 313 363 391 419 452 493 544
T ' lbs. 37 45 55 61 76 85 97 111 129 139 149 161 175 193

V (ft/min) 508 418 342 307 246 218 192 168 145 137 125 116 106 96
NLV (ft/min) 545 449 366 330 264 234 206 180 155 144 134 124 114 103
BP (lbs) 98 119 145 161 202 227 258 296 343 369 396 427 466 514
T ' lbs. 37 45 55 61 76 85 97 111 129 139 149 161 175 193

WITH 0.25" LAGGING

WITH 0.25" LAGGING

TM215 - 615 (1.5 HP    1125 RPM)   Minimum Face Width (L):  DESIGN A = 16.73"     DESIGN B = 19.69"      WEIGHT = 154.50 LBS. @ L=19.69"
V (ft/min) 320 263 215 194 155 137 121 106 110 95 84 79 73 67 61
NLV (ft/min) 343 282 231 208 166 147 130 113 118 102 91 85 78 72 65
BP (lbs) 155 188 230 256 320 361 410 469 452 521 587 628 678 740 816
T ' lbs. 55 67 82 91 114 128 146 167 161 185 209 223 241 263 290

V (ft/min) 339 279 228 205 164 145 128 112 116 101 89 83 77 71 64
NLV (ft/min) 363 299 244 220 176 156 137 120 125 108 96 90 83 76 69
BP (lbs) 146 178 218 242 302 341 387 443 427 492 554 594 641 699 771
T ' lbs. 55 67 82 91 114 128 146 167 161 185 209 223 241 263 290

WITH 0.25" LAGGING

TM215 - 815 (1.5 HP    850 RPM)   Minimum Face Width (L):  DESIGN A = 19.69"     DESIGN B = 21.65"      WEIGHT = 161.10 LBS. @ L=19.69"
V (ft/min) 240 197 161 145 116 103 91 79 68 63 59 55 50 46
NLV (ft/min) 257 212 173 156 125 111 97 85 73 68 63 59 54 49
BP (lbs) 207 251 307 341 427 481 546 626 725 782 838 905 986 1088
T ' lbs. 73 89 109 121 152 171 194 222 258 278 298 322 351 387
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V (ft/min) 254 209 171 154 123 109 96 84 72 67 63 58 53 48
NLV (ft/min) 272 224 183 165 132 117 103 90 78 72 67 62 57 52
BP (lbs) 195 237 290 322 403 454 516 591 685 739 791 855 932 1028
T ' lbs. 73 89 109 121 152 171 194 222 258 278 298 322 351 387

TM215 - 610 (1.0 HP    1125 RPM)   Minimum Face Width (L):  DESIGN A = 16.73"     DESIGN B = 19.69"      WEIGHT = 150.10 LBS. @ L=19.69"
V (ft/min) 320 263 215 194 155 137 121 106 91 84 79 73 67 61
NLV (ft/min) 343 282 231 208 166 147 130 113 98 91 85 78 72 65
BP (lbs) 103 125 154 171 213 240 273 313 363 391 628 452 493 544
T ' lbs. 37 45 55 61 76 85 97 111 129 139 149 161 175 193

V (ft/min) 339 279 228 205 164 145 128 112 96 89 83 77 71 64
NLV (ft/min) 363 299 244 220 176 156 137 120 103 96 90 83 76 69
BP (lbs) 98 119 145 161 201 227 258 296 343 369 594 427 466 514
T ' lbs. 37 45 55 61 76 85 97 111 129 139 149 161 175 193

WITH 0.25" LAGGING

WITH 0.25" LAGGING

TM215 - 810 (1.0 HP    850 RPM)   Minimum Face Width (L):  DESIGN A = 16.73"     DESIGN B = 19.69"      WEIGHT = 154.50 LBS. @ L=19.69"
V (ft/min) 240 197 161 145 116 103 91 79 68 63 59 55 50 46
NLV (ft/min) 257 212 173 156 125 111 97 85 73 68 63 59 54 49
BP (lbs) 138 167 205 228 284 321 364 417 484 521 559 603 657 725
T ' lbs. 49 59 73 81 101 114 129 148 172 185 199 214 234 258

V (ft/min) 254 209 171 154 123 109 96 84 72 67 63 58 53 48
NLV (ft/min) 272 224 183 165 132 117 103 90 78 72 67 62 57 52
BP (lbs) 130 158 193 215 269 303 344 394 457 493 528 570 621 685
T ' lbs. 49 59 73 81 101 114 129 148 172 185 199 214 234 258

WITH 0.25" LAGGING

TM215 - 675 (0.75 HP    1125 RPM)   Minimum Face Width (L):  DESIGN A = 16.73"     DESIGN B = 19.69"      WEIGHT = 145.70 LBS. @ L=19.69"
V (ft/min) 320 263 215 194 155 137 121 106 91 84 79 73 67 61
NLV (ft/min) 343 282 231 208 166 147 130 113 98 91 85 78 72 65
BP (lbs) 77 94 115 128 160 180 205 235 272 293 314 339 370 408
T ' lbs. 27 33 41 45 57 64 73 83 97 104 112 121 131 145

V (ft/min) 339 279 228 205 164 145 128 112 96 89 83 77 71 64
NLV (ft/min) 363 299 244 220 176 156 137 120 103 96 90 83 76 69
BP (lbs) 73 89 109 121 151 170 193 222 257 277 297 320 349 385
T ' lbs. 27 33 41 45 57 64 73 83 97 104 112 121 131 145

WITH 0.25" LAGGING
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TM215 - 875 (0.75 HP    850 RPM)   Minimum Face Width (L):  DESIGN A = 16.73"     DESIGN B = 19.69"      WEIGHT = 150.10 LBS. @ L=19.69"
V (ft/min) 240 197 161 145 116 103 91 79 68 63 59 55 50 46
NLV (ft/min) 257 212 173 156 125 111 97 85 73 68 63 59 54 49
BP (lbs) 103 125 154 171 213 240 273 313 363 391 419 452 493 544
T ' lbs. 37 45 55 61 76 85 97 111 129 139 149 161 175 193

V (ft/min) 254 209 171 154 123 109 96 84 72 67 63 58 53 48
NLV (ft/min) 272 224 183 165 132 117 103 90 78 72 67 62 57 52
BP (lbs) 98 119 145 161 202 227 258 296 343 369 396 427 466 514
T ' lbs. 37 45 55 61 76 85 97 111 129 139 149 161 175 193

TM215 - 1275 (0.75 HP    550 RPM)   Minimum Face Width (L):  DESIGN A = 16.73"     DESIGN B = 19.69"      WEIGHT = 150.10 LBS. @ L=19.69"
V (ft/min) 160 132 108 97 77 69 60 53 46 42 39 36 33 30
NLV (ft/min) 172 141 115 104 83 74 65 57 49 45 42 39 36 32
BP (lbs) 155 188 230 256 320 361 410 469 544 587 628 678 740 816
T ' lbs. 55 67 82 91 114 128 146 167 193 209 223 241 263 290

V (ft/min) 169 139 114 102 82 73 64 56 48 45 42 39 35 32
NLV (ft/min) 182 149 122 110 88 78 69 60 52 48 45 41 38 34
BP (lbs) 146 178 218 242 302 341 387 443 514 554 594 641 699 771
T ' lbs. 55 67 82 91 114 128 146 167 193 209 223 241 263 290

WITH 0.25" LAGGING

WITH 0.25" LAGGING

TM215 - 805 (0.5 HP    850 RPM)   Minimum Face Width (L):  DESIGN A = 16.73"     DESIGN B = 19.69"      WEIGHT = 145.70 LBS. @ L=19.69"
V (ft/min) 240 197 161 145 116 103 91 79 68 63 59 55 50 46
NLV (ft/min) 257 212 173 156 125 111 97 85 73 68 63 59 54 49
BP (lbs) 69 84 102 114 142 160 182 209 242 261 279 301 329 363
T ' lbs. 24 30 36 40 51 57 65 74 86 93 99 107 117 129

TM215 - 1205 (0.5 HP    550 RPM)   Minimum Face Width (L):  DESIGN A = 16.73"     DESIGN B = 19.69"      WEIGHT = 154.50 LBS. @ L=19.69"
V (ft/min) 160 132 108 97 77 69 60 53 46 42 39 36 33 30
NLV (ft/min) 172 141 115 104 83 74 65 57 49 45 42 39 36 32
BP (lbs) 103 125 154 171 213 240 273 313 363 391 419 452 493 544
T ' lbs. 37 45 55 61 76 85 97 111 129 139 149 161 175 193

V (ft/min) 254 209 171 154 123 109 96 84 72 67 63 58 53 48
NLV (ft/min) 272 224 183 165 132 117 103 90 78 72 67 62 57 52
BP (lbs) 65 79 97 107 134 151 172 197 228 246 264 285 310 343
T ' lbs. 24 30 36 40 51 57 65 74 86 93 99 107 117 129

WITH 0.25" LAGGING
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V (ft/min) 169 139 114 102 82 73 64 56 48 45 42 39 35 32
NLV (ft/min) 182 149 122 110 88 78 69 60 52 48 45 41 38 34
BP (lbs) 98 119 145 161 201 227 258 296 343 369 396 427 456 514
T ' lbs. 37 45 55 61 76 85 97 111 129 139 149 161 175 193

WITH 0.25" LAGGING
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NOTE:  Total weight of the unit increases by 2.52 lbs. per inch above 19.69 inches.
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